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PRODUCT INFORMATION:
The 1010 LED is designed using technologically 
advanced software to maximise the efficiency 
of the light. The 1010 platform has the widest 
configurations of options and is available with 
multiple lens patterns and single or multi volt 
options.

Operating Temp: -40 to 85° C

Light Pattern: Symmetric, 
Asymmetric, High, Spot, Fog

Lens Material: Plastic, Glass

Housing: Cast Aluminium

Dampened 

Mounting Options: 
Hanging, Standing

Connector: 
Deutsch (DT04-2P) built in

170309-EN

1010

EMC EMC TESTED

VIBRATION TESTED

SALT SPRAY TESTED

IP IP 69K
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Theoretical Effective Machine 12 Volts 24 Volts EMC EN55025 
/ CISPR25 IP69K Vibration 5-

2000Hz 3 Axis
Salt Spray 
ASTMB117

3000 2000 10 12-48 9 60 3.2 1.6 38 4200 90 5 • 10 Grms •

2900 2300 10 12-48 9 60 3.2 1.6 38 5000 70 5 • 10 Grms •

3000 2500 6 12 9 18 1.9 23 5700 70 5 • 10 Grms •

3000 2500 6 24 18 32 1.1 26 5700 70 5 • 10 Grms •

3000 2500 10 12-48 9 60 3.2 1.6 38 5700 70 5 • 10 Grms •

3600 (1) 3200 4 12-48 9 60 3.0 1.5 36 5000 70 5 • 10 Grms •

3600 (1) 3200 4 12-48 9 60 3.0 1.5 36 5700 70 5 • 10 Grms •

3800 3200 6 12 9 18 3.3 40 5700 70 5 • 10 Grms •

3800 3200 6 24 18 32 1.7 40 5700 70 5 • 10 Grms •

4500 (2) 4000 6 12 9 18 4.2 50 5700 70 5 • 10 Grms •

4500 (2) 4000 6 24 18 32 2.1 50 5700 70 5 • 10 Grms •

4500 4000 4 12-48 9 60 3.8 1.9 45 5000 70 5 • 10 Grms •

4500 4000 4 12-48 9 60 3.8 1.9 45 5700 70 5 • 10 Grms •

(1) Product may not be available in all territories; please check with your local TYRI office (2) New release for 2017 – please check with your local TYRI office to confirm availability date
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